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PERFORMANCE SPECIFICATION

DIGITAL REPRESENTATION FOR COMMUNICATION OF ILLUST RATION DATA:
CGM APPLICATION PROFILE

TO ALL HOLDERS OF MIL-PRF-28003A

I. Make the following pen and ink changes:
PAGE 3

Paragraph 2.1.1, Note, change the wording to read: "FIPS I'UB 128 is being revised to adopt ANSI/ISO
8632:1992".

Paragraph 2.1.1, change MIL-STD-1840A to MIL-STD-1840 .
PAGE 7

Add item a(1) At a minimum, correctly interpret any conforming basic metafile of same versicn (versiosn

1,2 ord)
[Note: A version 2 interpreter shall correctly interpret version 1 and 2 basic conforming metafiles, and 2

version 3 interpreter shall correctly interpret version 1, 2, and 3 basic conforming metafiles.]

Item ¢, delete "and D.5".
PAGE 8
Paragraph 3.1.5, delete entire paragraph 3.1.5
PAGE 11
HNote 6, last two scmcn'ces, change index 250 to 150 and last sentence, change ir;dex 307 to 207.
PAGE 13
TABLE 1V, under Version 2 Elements, change MARKER CLIP NODE to "MARKER CLIP MODE".
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PAGE 14

TABLE V, under Version 3 Elements, add a scparat element labeled “TILE" afier "BITONAL TILE".
As the Basic Value for this element, use *(NOTE 4)°.

PAGE 15

Note 4.’ change the first sentence to read:

*The Basic Value for the bitonal tle and the tile compression type parameter shall be limited 0 06",
PAGE 16

TABLE VI, under Version 3 Elements, replace *unspecified/match’ with *1-3".

PAGE 18

Note 9, change second sentence to read:
*This elemeat shall appear in every version 3 conforming basic metafile which uses RESTRICTED TEXT."

PAGE 19

Puragraph 3.2.3, change the wording to read:

*The defaults of several elements (e.g., LINE CLIP MODE, MARKER CLIP MODE, EDGE CLIP MODE,
amcrmmmamaﬁmmrmwmw.mmcmﬁmmm
permitted to contain one or more METAFILE DEFAULTS REPLACEMENT elements to redefine zny of
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. PUB 128 (ANSI/ISO 8632, clause 6 of Part 1).

PAGE 22

Paragraph 3.2.5, second sentence, replace D.5 with D.
-PAGE 34

Paregraph 40, remove the word "the nearly complete’ from the sentence.
PAGE 35

Paragraph 60.9, change the second and third sentences o read:
*In general, the ‘delivery format requirements are the concern of packaging and defivery standards (e.g.,
1840) and not the CGM standard (ANSI/ISO 8632). The delivery format is specified in MIL-STD-1840 and

paragraph 3.1.4 berein.”
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